
3DP 200 Dredger



3DP 200 Dredger

General drawing

Clear Water Performance

Specification

Pump type 3DP 200

Vane diameter 610 mm

Free passage 102 x 109 mm

Material High chrome 
white iron (28G)
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Flow (m³/h)

Dredger 
working area

Max. flow up to 800m³/h
Max. head up to 40 mTDH
Max. SG up to 1.3
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Features

Operator Cabin
Completed with air conditioner, operator 
seat, lighting, emergency window, first aid 
box, etc

Hydraulic Power Pack
Driver
Caterpillar C15 or Scania DC13 or Volvo 
TAD1343VE
Hydraulic Pump
355 or 500 cc capacity, 350 max. pressure
Hydraulic Motor
355 or 500 cc capacity, 350 max. pressure
Hydraulic Oil Tank
800 liter capacity, completed with suction and 
return filter
Pressure Relief Valve
350 max. pressure
Control Valve
Manual or automatic actuator, 350 max. 
pressure
Pressure Filter
Single or dual arrangement
Oil Cooler
Single or dual air fan coolers arrangement

Dredger Head Pump

1. KSB submersible dredge pump

High chrome white iron wet end materials (hardness 600 HBN / 

56 HRC), Mechanical seal Include with agitator & strainer 
         
2. Hydraulic motor drive 
      Axial bend axis piston pump 
 
3. Dredge side cutter 
      Integrated with hydraulic stellar motor
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Control Panel
Joy sticks controller with HMI display to 
monitor the pump and hydraulic power pack 
system

Hydraulic Hose Reel
Customized drum capacity
Driven by electric motor and controlled 
by PLC

Generator Set
Fully enclosure protection
Display monitoring, diagnostic and control 
system
For lightning at night

Optional for hydraulic drive
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Winches
Pump lifting
Unit moving 

Pontoon
Three-section pontoon to ease handling & 
installation at site

Density Meter
Ultrasonic density transmitter
24 volt DC
IP 68
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KSB Indonesia
Head Office, Cibitung. Telp: 021 89983570
Sales & Marketing Office, Jakarta. Telp: 021 80886509
E-mail: ksbsales@ksb.com
www.ksb.com/en-id

Lahat
Jl. Lubuk Beringin No. 2, Manggul,
Kecamatan Lahat, Kab. Lahat
South Sumatera
Telp: +62 811 9440 867

Balikpapan
Jl. Mulawarman No. 5
RT 023 Kel. Manggar
Balikpapan Timur 76116
East Kalimantan
Telp: +62 542 771 719
Fax: +62 542 771 730

Banjarmasin
Jl. A. Yani KM. 17,8 Komplek
Pergudangan Sumber Baru No. B3
RT 27 RW IX, Kec. Gambut, Kab. Banjar
South Kalimantan
Telp: +62 511 4770 235
Fax: +62 511 4770 236

Sangatta
Jl. Soekarno-Hatta RT 25
Singa Gembara, Sangatta Utara,
Kutai Timur
East Kalimantan
Telp: +62 853 4540 1904

Surabaya
Ruko Section One Block C – 2,
Jl. Raya Rungkut Industri No. 1
Surabaya 60292
East Java
Telp: +62 31 8477 685

Head Office,
Factory and Workshop
Jl. Timor Block D2-1 MM2100
Industrial Town
Cibitung Bekasi 17520, West Java
Telp: +62 21 8998 3570
Fax: +62 21 8998 3571

Sales and Marketing Office
Secure Building Block A,
1st Floor, Jl. Raya Protokol 
Halim Perdanakusuma,
Jakarta 13610 Indonesia
Telp: +62 21 8088 6509
Fax: +62 21 8088 6504


