
DnD LSA 8x10 U2H Cummins with ISP900



General drawing

Performance curve

Specification

Pump type DND LSA 2HF

Pump size 8 x 10

Free passage 45 x 130

Material High chrome 
white iron

Flow	 : 900m³/hr
Head	 : 250 mTDH
Speed	 : 1700 rpm

P absorb	 : 950kW
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DnD LSA 8x10 U2H 
with ISP900

Max. flow up to 1100 m3/hr
Max. head up to 257 mTDH

Flow (m3/h)
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Features

Flexible Coupling

Type	 = Elastomeric coupling
Speed	 = 2000 rpm

Misalignment
Parallel	 = 3.2 mm
Angular = 2°

Control panel

Double doors panel 
IP 56 
HMI display control panel 
2 (two) pump operation mode (Prime & Booster) 
Pump safety operation (dry-running, tilt and high 
bearing temperature) 
Integrated with engine safety protection

Oil lubrication system
Type		  = Oil circulation with external cooling
Capacity	 = 1 liter per minute
Driver		  = 24 Volt DC
Oil capacity	 = 20 liter

Pump LSA 8x10

Heavy construction, 33 bar pressure rating
High chrome white iron wet end materials
(HARDNESS 600 HBN / 56 HRC)
45 x 130 mm solid free passage
8 x 10 inch pump size
Oil lubrication
Super duplex impeller
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Priming Vacuum Tank

Increase the volume (to stabilize the floating valve)
Improve reliability 
(avoid the crack on structure/welding)

Bearing temperature

Type		  : Resistance Bulb PT100 (3 Wire)
Range		  : up to 150 °C
Power supply	 : 24 VDC
Protection	 : IP 67

Material
Terminal Head	: Aluminium
Tube		  : SS316

Priming Vacuum Pump

Type		  : lubricated vane with DC motor
Capacity	 : 30 m³/hr
Driver		  : 24 Volt DC
Connection	 : Flexible coupling
Mount		  : Base frame

Flow meter

Type		  : Electromagnetic
Pressure	 : 20 bar
Protection	 : IP65
Accuracy 	 : ± 0,5 %

Material	
Body		  : Cast Iron
Liner		  : Polyurethane
Probe		  : Titanium
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Discharge line

Piping
Fabricated stainless steel material
Check valve
Wafer type, stainless steel material
Duty & drain valve
Butterfly type with gear/lever actuator
Flow meter
Electromagnetic type

Tilt sensor

Type		  : Dual-Axis Tilt Switch
Range		  : up to 4 °
Power supply	 : 24 VDC
Protection	 : IP 67

Feature
Zero button to set zero after installation

Water level sensor

Type		  : Turning Fork
Power supply	 : 12 - 55 VDC
Protection	 : IP 67
Pressure	 : Max. 40 bar

Material
Housing	 : SS304
Fork		  : SS316

Suction line

Suction hose
Rubber hose with flange ANSI CL150, 5 meter length
Suction strainer
Fabricated stainless steel strainer 
Suction vacuum tank
Fabricated stainless steel tank with floating valve
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KSB Indonesia
Head Office, Cibitung. Telp: 021 89983570
Sales & Marketing Office, Jakarta. Telp: 021 80886509
E-mail: ksbsales@ksb.com
www.ksb.com/en-id

Lahat
Jl. Lubuk Beringin No. 2, Manggul,
Kecamatan Lahat, Kab. Lahat
South Sumatera
Telp: +62 811 9440 867

Balikpapan
Jl. Mulawarman No. 5
RT 023 Kel. Manggar
Balikpapan Timur 76116
East Kalimantan
Telp: +62 542 771 719
Fax: +62 542 771 730

Banjarmasin
Jl. A. Yani KM. 17,8 Komplek
Pergudangan Sumber Baru No. B3
RT 27 RW IX, Kec. Gambut, Kab. Banjar
South Kalimantan
Telp: +62 511 4770 235
Fax: +62 511 4770 236

Sangatta
Jl. Soekarno-Hatta RT 25
Singa Gembara, Sangatta Utara,
Kutai Timur
East Kalimantan
Telp: +62 853 4540 1904

Surabaya
Ruko Section One Block C – 2,
Jl. Raya Rungkut Industri No. 1
Surabaya 60292
East Java
Telp: +62 31 8477 685

Head Office,
Factory and Workshop
Jl. Timor Block D2-1 MM2100
Industrial Town
Cibitung Bekasi 17520, West Java
Telp: +62 21 8998 3570
Fax: +62 21 8998 3571

Sales and Marketing Office
Secure Building Block A,
1st Floor, Jl. Raya Protokol 
Halim Perdanakusuma,
Jakarta 13610 Indonesia
Telp: +62 21 8088 6509
Fax: +62 21 8088 6504


